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AP Outbound Interface Setup 
SCEIS Interface Definition

	Interface Type
	IF389

	Interface Title
	AP Outbound

	Agency’s  Information
	

	Agency 
	

	Business Area (Agency number)
	

	System Name
	

	Agency Contact
	

	Go-Live Date
	


This information must be supplied for each legacy system that your agency interfaces with SCEIS.  It serves as a notification to the SCEIS Team as well as provides the required setup parameters for the particular interface.  
If the AP Outbound interface is requested, all the AP data for the business area will be selected and written to the appropriate folder on the SCEIS FTP server.
1.  Interface Reports Information 
When the interface is executed, a transmittal report is created and emailed as a PDF attachment to the agency..
List each user (or preferably a group email address) below that wishes to receive the AP Outbound transmittal report.
	Email Address

	

	

	

	

	

	

	


3.  FTP Information 
There will be a folder structure set up on the FTP server for each business area. The AP Outbound interface files will be written to a ‘ \apoutb’ sub-folder under the main business area folder.  

Will batch processes be used to connect to the SCEIS FTP server?  This will require a special FTP user account that’s not in Active Directory, has a non-expiring password, etc.  Batch userids are restricted for use from a specified network address or range of addresses.  If a batch user is requested, enter the IP address and netmask where it will be used. If requested, a single batch FTP user account will be created for use by all the agency’s inbound and outbound interfaces.
	Batch FTP user required?
	
	(Y / N)
	

	IP Address / Netmask:
	

	
	
	
	


List any interactive users below that will be connecting to the ‘ \apoutb’ folder and manually downloading the interface files.
	Name
	Email
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